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, strength and quality 

Retractable inside 

corners 
clamp can be freely placed at 

any point of  the outer frame 

Stepped 

footing 

Fast and easy 

assembly 



joins, aligns and stabilizes the panels in one 

step without having to use any tools 



High Strength 

60 kN/m2 

complying with the DIN 18202 Standard 

Lightweight 
30 kg/m2 



Efficiency, strength and 

50 uses per side 
240 gr/m2 melamine layer on working surface 

Metal frames and the accessories have an 

electrolytic zinc finish that protects 

against corrosion 





Lightweight 

3.5 kg/m 
Economical 

Resistant Fast and easy assembly 



designed to be overlapped 

in both directions 

adapt to any shape that may 

come up at the work site 
flexible to irregularities 



Efficiency, strength and quality 

Semi-rigid fastening system 

easy to assemble and 

guarantees greater stability 

guided positioning 

for the girders 



allows nailing of panel/plywood 

wood inside the girder 

wood inside the girder 

Girder and Support Girder 

made of high resistance steel 



Offered materials 

per unit: 
• 7 sets of slabs 

• full wall panels 

• aligners 

• working platforms 



Optional equipment: 
• fork lift of  more than 6 m 

high 

Manpower: 4 people 

Assembly ratio 
dismantle + assembly: 8 hours 



Required Tools: 
• saw 

• hammer 

Manpower: 2 people 

Assembly ratio 
dismantle + assembly: 2 hours 






